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Technical data

UL marked actuators is optional, please contact your local Sales Representative for details.

Damper actuator for operating air control dampers in ventilation  
and air-conditioning systems for building services installations

Electrical data  

 
0.2W 

²

Functional data
 or 1  

 

 

150s

Safety

Dimensions / Weight

Dimensional drawings   

116

4
7

6
1

22 94 41

6
6

Damper spindle Length
6...20

Dimensions [mm]

LM24A
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Technical data

UL marked actuators is optional, please contact your local Sales Representative for details.

Damper actuator for operating air control dampers in 
ventilation and air-conditioning systems for building 
services installations

Electrical data

0.2W

²

Functional data

Safety

Dimensions / Weight

Dimensional drawings    

6
1

11616

4
7

20

Damper spindle Length
8 9422 41

83
0

6
6

5
.2

100.528.5

Dimensions [mm]

LM24A-F
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Technical data

UL marked actuators is optional, please contact your local Sales Representative for details.

Damper actuator for operating air control dampers in ventilation  
and air-conditioning systems for building services installations

Electrical data  

 
0.2W 

 

 ²  
²

Functional data
 or 1  

 

 

150s

Safety

Dimensions / Weight

Dimensional drawings  

116

4
7

6
1

22 94 41

6
6

Damper spindle Length
6...20

LM24A-S

Dimensions [mm]
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Technical data

UL marked actuators is optional, please contact your local Sales Representative for details.

Electrical data  

 
0.4W 

² 
Functional data

  

 
 

 

150s

Safety

Dimensions / Weight

Damper actuator for operating air control dampers in ventilation  
and air-conditioning systems for building services installations

Dimensional drawings  

116

4
7

6
1

22 94 41

6
6

Damper spindle Length
6...20

LM24A-SR

Dimensions [mm]



Technical data

UL marked actuators is optional, please contact your local Sales Representative for details.

Technical data
Electrical data  

 
0.2W 

2

Functional data
 or 1  

 

 

 

Safety

Dimensions / Weight

Damper actuator for operating air control dampers in ventilation  
and air-conditioning systems for building services installations

Dimensional drawings    

116

4
7

6
8

22 94

6
6

Damper spindle Length
> 6...20 > 6 < 20

6.5 mm

35 mm

6
 .

..
 8

 m
m

LM24A-TP

Dimensions [mm]
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Technical data

UL marked actuators is optional, please contact your local Sales Representative for details.

Electrical data

0.4W

²

Functional data
 or 1  

 

 

150s

Safety

Dimensions / Weight

Damper actuator for operating air control dampers in ventilation  
and air-conditioning systems for building services installations

Dimensional drawings 

116

4
7

6
1

22 94 41

6
6

Damper spindle Length
6...20

LM230A

Dimensions [mm]



Technical data

UL marked actuators is optional, please contact your local Sales Representative for details.

Electrical data

0.4W

²

Functional data

Safety

Dimensions / Weight

Damper actuator for operating air control dampers in 
ventilation and air-conditioning systems for building 
services installations

Dimensional drawings    

6
1

11616

4
7

20

Damper spindle Length
8

9422 41

83
0

6
6

5
.2

100.528.5

LM230A-F

Dimensions [mm]
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Technical data

UL marked actuators is optional, please contact your local Sales Representative for details.

Damper actuator for operating air control dampers in ventilation  
and air-conditioning systems for building services installations

Electrical data

 
0.4W 

 

  

Functional data
 or 1  

 

 

150s

Safety

Dimensions / Weight

Dimensional drawings  

116

4
7

6
1

22 94 41

6
6

Damper spindle Length
6...20

LM230A-S

Dimensions [mm]
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Technical data

UL marked actuators is optional, please contact your local Sales Representative for details.

Electrical data

 
1W 

 ²
²

Functional data
  

 
 

 

150s

Safety

  

Dimensions / Weight

Damper actuator for operating air control dampers in 
ventilation and air-conditioning systems for building 
services installations

Dimensional drawings   

Damper spindle Length
6...20

LM230ASR

Dimensions [mm]

116

7
4

16

22 116 41

6
6

9

5.
2

33
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Technical data

UL marked actuators is optional, please contact your local Sales Representative for details.

Electrical data

 
0.4W 

²

Functional data
 or 1  

 

 

 

Safety

Dimensions / Weight

Damper actuator for operating air control dampers in ventilation  
and air-conditioning systems for building services installations

Dimensional drawings    

116

4
7

6
8

22 94

6
6

Damper spindle Length
> 6...20 > 6 < 20

6.5 mm

35 mm

6
 .

..
 8

 m
m

LM230A-TP

Dimensions [mm]



UL marked actuators is optional, please contact your local Sales Representative for details.

Wiring diagrams-General Damper Actuator

GMU24, LMQU24, NMQU24, SMQU24
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SMU230(-F), SMDU230, GMU230*

*GMU.. only for Open/Close application.
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Wiring diagrams: Open/Close actuators – parallel connection possible, please note the performance data

Wiring diagrams: Modulating actuators – parallel connection possible, please note the performance data
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