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 Characterised control valve (CCV) with 
sensor-operated flow control, 2-way, 
with internal thread
• Nominal voltage AC/DC 24V 
• Control modulating
• For modulating water-side control 

of air handling units and heating 
systems

• Communication via Belimo MP-Bus 
or conventional control

• Conversion of (active) sensor 
signals and switching contacts

Model No. Frequency
  [Hz]   

  
  [l/min] 

 kvs theor.*
  [m³/h] 

 DN
  [mm] 

Rp
  [”] 

PN
  [bar] 

 n(gl)
  [ ] 

50/60  0.35  21 2.9  15  1/2 25  3.2 
50/60  0.65  39  4.9  20  3/4 25  3.2 
50/60  1.15  69 8.6  25  1 25  3.2 
50/60  1.8  108 14.2  32  1 1/4 25  3.2 
50/60  2.5  150 21.3  40  1 1/2 25  3.2 
50/60  4.8  288  32.0  50  2 25  3.2 
50/60  6.3  378  32.0  50  2 25  3.2 

Electrical data   
   50/60  Hz 
  
   4.5  W 
   1.4  W 
  
  
  

Flow measurement   
±2% 

nom   
Functional data   

  
  
  

  
  

  
  nom    

±5% 

  

  

Technical data sheet EP..R+MP

Type overview

Technical data
  

*
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Mode of operation    

      

 

 Characterised control valve (CCV) with sensor-operated flow control, 
2-way, with internal thread

Functional data
  ps
  
  
  
  Pipe connections
  
  
  

90s
 Safety   

   IP54   
  
  
  
   3   
  
  
  

   Materials   
  
  
  Stem
  

  

  

 EP..R+MP 

Technical data

Safety notes

Product features

!

α

Δp1 < Δp2 < Δp3



Δp3

Δp2

Δp1
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 Characterised control valve (CCV) with 
sensor-operated flow control, 2-way, 
with flange PN16
• Nominal voltage AC/DC 24V 
• Control modulating
• For modulating water-side control of 

air handling unit and heating systems
• Communication via Belimo MP-Bus 

or conventional control
• Conversion of (active) sensor signals 

and switching contacts

Model No. Frequency
  [Hz] 

    
  [l/min] 

 kvs theor.*
  [m³/h] 

 DN
  [mm] 

Rp
  [”] 

 PN
   [bar] 

 n(gl)
  [ ] 

50  8  480  45  65  2 1/2 16  3.2 
50  11  660  65  80  3 16  3.2 
50  20  1200  115  100  4 16  3.2 
50  31  1860  175  125  5 16  3.2 
50  45  2700  270  150  6 16  3.2 
60  8  480  45  65  2 1/2 16  3.2 
60  11  660  65  80  3 16  3.2 
 60  20  1200  115  100  4 16  3.2 
60  31  1860  175  125  5 16  3.2 
60  45  2700  270  150  6 16  3.2 

Electrical data   
  
  
   9.5  W 
   6.5  W 
  
  
  

 Flow measurement   

±2% 

nom   
Functional data   

  
  
  

  
  

  
  nom   

 ±5% 

  

  

  
  
  
  
  Pipe connections

Technical data sheet P6..W..E-MP

Type overview

Technical data
  

*
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Functional data   
  
  

90s
 Safety   

   IP54   
  
  
  
   3   
  
  
  

   Materials   
  
  
  Stem
  

  

  

Mode of operation    

      
 

Flow characteristic of the characterised 
control valve

  

 Characterised control valve (CCV) with sensor-operated flow 
control, 2-way, with flange PN 16

Y





3

1

2

Safety notes

Product features

P6..W..E-MP

!

α

Δp1 < Δp2 < Δp3



Δp3

Δp2

Δp1



Technical data


